
Luceo Wall - Installation Instructions
Models LUCW-XX-RND & LUCW-XX-REC
Please read all instructions prior to installation and keep for future reference!

1. PRODUCT TO BE INSTALLED BY A QUALIFIED ELECTRICIAN.
2. PRIOR TO INSTALLATION ENSURE POWER IS OFF AT FUSE BOX TO PREVENT ELECTRICAL SHOCK
3. MORE THAN ONE PERSON IS RECOMMENDED FOR THIS INSTALLATION.
4. FIXTURE SHOULD BE INSTALLED BY TWO PEOPLE.
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1.1 Lay the fixture next to the wall, use a level to align & center 
the fixture. Then make all necessary markings to install the 
mounting brackets to the drywall.

2.1 Carefully remove the screws from the top & bottom of the 
back of fixture. Then pull the mounting brackets completely 
out of the fixture.

4.1 Line up the mounting brackets to the installed anchors, and
secure using the provided screws. If using conduit connector 
on the round bracket version, first secure conduit connector 
to mounting bracket. Then secure to the wall.

3.1 Align and then tap each anchor onto the marks until the
threaded section. Followed by tightening the anchors with a
Phillips screw driver. For round bracket version only: if using
conduit connector, conduit must be present within 1.25” of 
the anchor to fit properly.

Note: Refer to the power supply installation instruction for 24VDC 
wiring and additional information. 
Note: More than one person is recommended for this
installation.

Note: Prior to wiring the desired fixture height must be
determined to cut off any un-necessary wire.
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*LUMINII RESERVES THE RIGHTS TO CHANGE SPECIFICATION & INSTRUCTION WITHOUT NOTICE



Luceo Wall - Installation Instructions
Models LUCW-XX-RND & LUCW-XX-REC
Please read all instructions prior to installation and keep for future reference!

1. PRODUCT TO BE INSTALLED BY A QUALIFIED ELECTRICIAN.
2. PRIOR TO INSTALLATION ENSURE POWER IS OFF AT FUSE BOX TO PREVENT ELECTRICAL SHOCK
3. MORE THAN ONE PERSON IS RECOMMENDED FOR THIS INSTALLATION.
4. FIXTURE SHOULD BE INSTALLED BY TWO PEOPLE.

7777 Merrimac Ave
Niles, IL 60714
T 224.333.6033
F 224.757.7557
info@luminii.com
www.luminii.com

REV0.2
12312024

2 / 3

5.1 Feed fixture power wires to the power supply.

5.2 Align the fixture to the mounting brackets & secure by using 
the fixture screws.

5.3 For round bracket version only: if using the conduit 
connector to drywall, you may have to use mud, sand & 
paint to complete.
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Power Supply Wiring Diagram

Note: Prior to installation all 24VDC wires must be present near fixture. Refer to the power supply installation instructions for additional information. 
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Wiring Diagram PDF
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*LUMINII RESERVES THE RIGHTS TO CHANGE SPECIFICATION & INSTRUCTION WITHOUT NOTICE


